
REPORT #433803

1936 Ford Model 36

I made arrangements to view this Ford sedan and travelled to the owner's address in Weirton WV.
My initial opinion of this vehicle was a very nice original-looking Ford sedan in black paint. I tried to
locate the VIN number, which is supposed to be on the left front frame rail near the steering box and
firewall. I could not find any indication of a number in this location. I found no evidence of replating
or welding in this area. Given the good condition of the frame and undercarriage of this vehicle, it is
not likely this number has eroded to the point of being invisible. There would be no VIN tagging or
badging on the bodywork.

The interior of this vehicle is in good condition with vinyl door panels, headliner, and recovered front
and rear seats. There is cut-pile carpeting installed on the floor. The door jambs are in good
condition with minimal rust and paint delamination visible on the front jambs and lower door jambs.
The door weather strip is in very poor condition. The windshield vent mechanism works well. The
ignition switch and operable engine gauges are located in the glove box. The original key is in the
original ignition but does not function. The dash engine gauges do not function. The OEM heater is
not connected.
The small-block Chevrolet engine starts and runs well. The thermostatic choke needs adjusted for
better cold-start characteristics. The transmission is quiet and shifts well. The rear axle is quiet and



performs well. During my road test I was pleasantly surprised as to the smoothness and roadability
of this vehicle. The rear axle gearing will only allow for an estimated highway speed of about 50
mph. I observed a small engine oil leak from the front timing cover, a lube leak from the rear of the
3-speed Mercury transmission, and a lube leak from the rear axle input seal. The brake system is
still the original single-circuit drum brake system, and it functioned well on the road test. The
steering is the original manual gearbox. Steering effort was normal with a slow return-to-center after
sharp cornering. The suspension is original with transverse springs front and rear and diagonal
control arms front and rear. The original lever-type shock absorbers are fitted at all positions.

The bodywork is in very good condition with very little observed filler on the right quarter panel only.
The paint is average. The measured paint thickness is 3 to 6 mils on all panels except the right
quarter panel. Given the paint thickness and the quality of the finish it is reasonable to assume this
vehicle has been mostly refinished. There is a small dent in the left front fender and minor surface
irregularities overall. The running boards are newer components, having visible MIG welded
bracketry attached. There is a large scratch on the spare tire cover. The single windshield wiper arm
is removed from the drive stud above the left side windshield. The frame appears to be vintage, but I
cannot verify it's originality. There are minor lower flange deformities from jacking and supporting of
the chassis. There is very minimal rust visible.
The wheels appear to be vintage in good condition. The V8 hub caps are damaged on the left side.

Pleas see below for pictures and more info.

Vehicle Info
Year - 1936

Make - Ford

Model - Model 36

Mileage - 58619

Transmission - Manual

VIN Number - 182873467

Interior - Vinyl

Interior Color - Black

Body Color - Black

Engine - 8 Cylinder

Drive Type - Rear Wheel Drive

Fuel Type - Gas

Engine Number - 0225FC

Transmission Number - N/A

Exterior
Wiper Blades ✖

I noted no wiper blades.
Body Alignment ✔

Scratches ✖

There are minor misc scratches around the vehicle. Most too small to
see in photos.
Dings ✔

Dents ✖

One dent on the left front fender was noted.
Paint Condition ✖

Older repaint with imperfections
Body Seals ✖

Door seals are in poor condition.
Rust ✖

Minor rust was noted on lower door jambs. The underside shows areas

Mechanical
Air Filter ✔

Battery Condition ✔

Charging System ✔

Cooling Fan Condition ✔

Radiator Cap Sealing Properly ✔

Hoses ✔

Radiator ✔

Engine Coolant ✔

Coolant Leaks ✔

Belts ✔

Engine Oil ✔

Engine Fluid Leaks ✖

From timing cover area showed a leak. The engine shows active oil
leaks. The engine should be pressure washed off and rechecked to
verify source of the leak or all leaks.
Transmission Leaks ✖

Leaking at output shaft seal
Brake System ✔

Brake Fluid Leaks ✔

Differential leaks ✖

The differential is leaking from the input seal.
Muffler System ✔

CV Joints and Axles ✔

Shocks and bushings ✔

Ball Joints and Tie Rods ✔

Modifications ✔

Road Test
Road Test ✔

Engine Performance ✔

Transmission performance ✔



of minor surface rust. See pictures.
Exterior Lights ✔

Bumpers ✔

Frame Damage ✖

Minor deformation on lower frame flanges from jacking and supporting
was noted.
Glass ✔

Body Filler? ✖

I checked the vehicle with a magnet and found it to stick all around but
was weaker in the lower panels. Not excessive.
Hood ✔

Doors ✔

Floors ✔

Rockers ✔

Quarter Panels ✖

Paint defects on left quarter panel were noted.
Chrome ✔

Interior
Steering Wheel ✖

Cracks on spokes
Horn ✔

Seat Condition ✖

There is light wear to the seats.
Inner Door Panels ✔

Window Function ✔

Dash ✔

Dash Gauges ✖

Original motor-turned gauges do not function, aftermarket gauges
installed in glove box
Heater ✖

Water supply not connected to the heater.
Carpet ✔

Cigarette Use ✔

Unusual Odors ✔

Headliner ✔

Interior Trim ✔

Clutch Performance ✔

Differential Performance ✔

Wheel Bearing Performance ✔

Braking Performance ✔

Suspension Performance ✔

Steering Performance ✖

The steering was slower return-to-center after a sharp turn.
Engine Starting ✔

TIRES/WHEELS
Spare Tire ✔

Tire Manufacturer
Driver's Front - Firestone

Passenger's Front - Firestone

Driver's Rear - Firestone

Passenger's Rear - Firestone

Tire Size
Driver's Front - 6/00/16

Passenger's Front - 6/00/16

Driver's Rear - 6/00/16

Passenger's Rear - 6/00/16

Tire Condition
Driver's Front - No Issues

Passenger's Front - No Issues

Driver's Rear - No Issues

Passenger's Rear - No Issues

Wheel Condition
Driver's Front - No Issues

Passenger's Front - No Issues

Driver's Rear - No Issues

Passenger's Rear - No Issues

Tire Tread
Driver's Front - 10/32

Passenger's Front - 11/32

Driver's Rear - 11/32

Passenger's Rear - 11/32


